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• Wedge made of hard steel cast.

• Log lifter with chain connected to the wedge.

• Bimanual control double speed with automatic adjustable 

cylinder lift.

Standard equipment

MODELS XYLO 16 M XYLO-SR 18 M

Splitting power 16 Tons 18 Tons

2 lowering speeds Yes : MANU2SPEED Yes : AUTO2SPEED

Clearance 1,10 m

Length of the wedge 195 mm 200 mm

Transport dimensions (L x W x H) 2,68 x 1,46 x 1,43 m 3,15 x 1,59 x 1,54 m

Work dimensions (L x W x H) 3,06 x 1,46 x 2,85 m 3,22 x 1,59 x 2,60 m

Setting up the splitter Hydraulic by cylinder

Weight 405 kg 546 kg

Drive
HONDA 4,3 kW / 5.8 HP or KOLHER 5,25 kW / 7 HP petrol engine 

Dual hydraulic pump - Recoil or electric start

Oil tank 15 L 40 L

Trailer characteristics
Road trailer STANDARD GVW < 500 kg with �xed drawbar, 

2 wheels 4.50 x 10, Ø 50 mm hook, Road approval, Lighting
Road trailer PRO GVW < 750 kg with �xed drawbar, 

2 wheels 145/80 R13, Ø 50 mm hook, Road approval, Lighting

Technical characteristics

• 2 models with splitting power from 16 and 18 
Tons.

• More autonomy thanks to the combustion 
engine.

• Petrol engine KOHLER or HONDA with a 3-years warranty.

• Setting up by hydraulic cylinder.

• The machine is approved on public road in compliance with 
road tra�c regulations.

• Trailer with drawbar, jockey wheel, ø 50 mm ball hitch, lighting 
strip, etc. Road-approved chassis in accordance with European 
Directive 2007/46/EC (RCE).

• Double automatic speed including quick speed for more 
productivity.

• Meets the requirements of new European standard EN 609-1 
from March 2017.

Rabaud
advantages

 XYLO 16 M  XYLO-SR 18 M  XYLO-SR 18 M - Transport

LOG SPLITTERS
Thermal log splitters on road chassis

 DOUBLE SPEED OF THE WEDGE 

DESCENT 

 

MANU2SPEED : MANUAL MODE 

AUTO2SPEED : AUTOMATIC MODE
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LOG SPLITTERS
Thermal log splitters on road chassis

Price Reference

MODELS

XYLO 16 M - Clearance 1,10 m - MANU2SPEED (delivered with oil) + STANDARD road trailer with approval - GVW < 500 kg 70014E

XYLO-SR 18 M - Clearance 1,10 m - AUTO2SPEED (delivered with oil) + PRO road trailer with approval - GVW < 750 kg 70046E

ENGINE  > OBLIGATORY TO DETERMINE 

• KOHLER petrol 5.25 kW / 7 HP - 3-year warranty
Rope starter 70071D

Electric starting 70072D

• HONDA petrol 4,3 kW / 5,8 HP - 3-year warranty
Rope starter 70073D

Electric starting 70074D

OPTIONS

Spare wheel + support
for STANDARD road trailer - GVW < 500 kg 70028C

for PRO road trailer - GVW < 750 kg 70037D

Set of 2 wheel-blocks 71853A

Tachometer on internal combustion engine (rev counter with hour meter) 99151A

XYLO 16 M XYLO 16 M Transport XYLO-SR 18 M

5615.00

6520.00

765.00

1470.00

1215.00

1945.00

265.00

285.00

70.70

165.00


